YRG Software release VI .132 


Feature Brief 


This release represents significant updates allowing control over the performance 
parameters of the YRG. We have addressed many requests and feedback from this 
forum and other user areas. 

We have expanded the control capabilities using the PC control panel and also 
duplicated these controls in the guitar for convenience by providing different menu 
levels that allow parameter adjustment. 

We appreciate the participation of our users and encourage this debate ... we want to 
continue to make this a great musical experience. 


get the Updater: 

http://inspired.com/yourockguitar/updates/YRGtools/YRG_App_MAC.zip 

http://inspired.com/yourockguitar/updates/YRGtools/YRG_App_Win.zip 

Plug in your guitar and run the updater - it will download and install the new firmware. 

get the PC Control Panel 

http://inspired.com/yourockguitar/updates/YRGtools/YRG_ControlPanel_Win.zip 

http://inspired.com/vourockauitar/updates/YRGtools/YRG ControlPanel MAC.zip 


New Features in Release 1.132 

Here is the brief new feature list. We will publish PDF’s of the manual and a new feature 
addendum on the web site. 


Tap Velocity 

The attack velocity of notes sent in TAP mode can be set by holding down 
the TAP button and turning the Volume knob. The display value (1-12) 
represents a MIDI velocity range of approx. 1-127. 

Menus 

A series of menus have been added to the YRG control panel. They can 
be accessed by holding down MUSIC and then pressing PLAY (>) to 
step through. To exit a menu, press MUSIC again. At present there are 5 
menus. 






Menu 1 - Transpose 

• Transpose the guitar +/-1 octave. 

• The value can be set via the up/down buttons, or Fret Select (using the 
12th fret as "0") 


Menu 2 - Custom Tuning 

• Program up to 9 custom "open" tunings. The will appear as -1 through -9 
in the Open Tuning list. 

• To set your tuning, use up/down to select the custom tuning you wish to 
edit. Then, while holding OPEN, use fret select to set the tuning for each 
string (using the 12th fret as "0" reference). 

• The up/down buttons can also be used to set each string. While holding 
OPEN, press up/down while the LED for the desired string is blinking. 


Menu 3 - Velocity Tables 

• Set the velocity table for Guitar, Synth or MIDI. 

• Range is from 1 - 7 (Linear, Soft, Medium, Hard, Harder, Hardest & 
Constant) 

• To select a velocity table, first press GUITAR, SYNTH or MIDI, to select the 
desired source. The value can then be set via the up/down buttons or by 
using Fret Select. 


Menu 4 - Preset Options 

• Configure options that can be saved in presets. Access the individual 
options using the up/down buttons. 

• Hold down the RECORD button for 2 seconds to restore all Presets to their 
default/factory state. 

• od - "Open String Damping" on/off. 

** This feature allows the player to reduce the sensitivity of open (un¬ 
fretted) strings, in order to decrease the occurrence of falsely triggered 
open notes. 

** Use Fret Select to toggle setting between 0 and 1. 

Sr - "Slide Range" 

** Set the slide/bend range for the YRG in semitones (half-steps). Range 
from 1-12. 

** Use Fret select on any string to set the value. 

• br - "whammy Bar Range" 

** Set the bend range for the Whammy Bar in semitones (half-steps). 


** The value of this setting is limited to the current Slide Range value. In 
other words, if Slide Range is set to 6, then Whammy Range can be set 
from 1 - 6, if Slide Range is 12, then Whammy Range can be set from 1 - 
12 . 

** Use Fret Select on any string to set the value. 

• PC - MIDI "Patch Change" 

** Sets the MIDI patch for the current preset. 

** Range is from 1 -128. 

** Use Fret Select to set the value. 

• Hd - "Hammer Decay" 

** Controls rate of decay on successive hammer-ons. 

** Range is from 0 - 21. 0 is no decay, 21 very quick decay. 

** Use Fret Select on any string to set the value. 

• Pd - Modulation "Pitch Depth" 

** Controls modulation depth when using the Joystick as a mod-wheel. 

** Range is from 0-127. 

** Use Fret Select to set the value. 

• PS - Modulation "Pitch Speed" 

** Controls modulation speed when using the Joystick as a mod-wheel. 

** Range is from 0-127. 

** Use Fret Select to set the value. 


Menu 5 - Global Settings 

Configure global performance parameter. Access the individual options 
using the up/down buttons. 

Hold down the RECORD button for 2 seconds to restore all Global settings 
to their default/factory state. 

• HE - "Hammer Enable" 

** Enables/disables hammer-ons. 

** Use Fret Select to toggle setting between 0 and 1. 

** This feature is ignored in TAP mode. 

• HP - "Hammer Pre Delay" 

** sets a short pre-delay time before recognizing hammers ons, can help 
prevent false triggers when picking every note. 

** Use Fret Select on any string to set the value. 

** use SLIDE instead of hammer ons also prevents false triggers 

• SG - String Gain. 

** Sets the gain for each string. 

** Range is from 1-10, with 4 being unity gain. 

** Set the value of each string via Fret Select. 


tS - Trigger Sensitivity. 

** Sets the level at which vibration on a string triggers a note. 

** Range is from 1-10, with 1 being the least sensitive and 10 being the 
most. 

** Set the value of each string via Fret Select. 

CF - "Crosstalk Filter" 

** Enables/disables Crosstalk Filter. 

** Reduces input from strings adjacent to the last plucked string, in order to 
reduce false triggers. 

** Use Fret Select to toggle setting between 0 and 1. 

AS - "Auto Silence" 

** Enables/disables the Auto Silence Open Strings feature. 

^Automatically mutes ringing open strings when there is no input to the 
fretboard. 

** Use Fret Select to toggle setting between 0 and 1. 

LH - "Left Handed" 

** Enables/disables Left Handed Mode. 

** Use Fret Select to toggle setting between 0 and 1. 


